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‘Roquirements en Repair Capasity of Railread Rowmndhouses
Baskgromd

In oommostion with the revision of KI0-RS, “Gapacity of the Trame<-Sideriaa
Mailread and Cammosting Lines™, it has been diseovered %hat the reilread rewmd-
houses may have a capueity sigaificantly less than the mamber of lesemetives
required te eperate the line at full capasity. It is pessible that the method
boing weed te caleulate rewmdhowse capacity is based e average performanse,
and ot on maximm perfermanes. The fellewing requiremsas is being submitted as
e prodlemy with the request that it be submitted %0 railreads opereating in Nerth-
westorn Taited States, sush as the Milwaukee Road, Oreat Nerthers, and Nerthera
Pasifis. It Lis requested that, Af pessidle, at least preliainary amswers be
submitted by 39 Moy 1086, .

This baskground statement is elassified Seeret, 7The requirements may bde
handled as unolaseified if separated fram the baskgroumd sSatement.

Requirement

IS is requested that the follewing asswptiens and predlems be submitted
S0 iadividuals who have had extensive experiense in the eperetima of lescmotive
romdhouses and daclkshops, particularly during Werld Wer II whem many roewmd-
houses were umder pressure %o perferm at their peak,

Ae Asawmptionat

l¢ That a maximm amouat of traffie mst de meved over & railroad
line éuring & peried of two years and probably lomger.

3. That the line has the follewing eharssteristies:
a¢ Dowble track
b: Im good eomditiom
e Prequent 1f grades
de Stean eoperated
o¢ It is & 400-mile-leng secticm and is part of o lemger line

S, That average temperaturss are similar te those in westera Oanada:
Janwary averesge, =8°; July average, $0°P, Wiater sneufall is mederste,

4¢ That a» -1 lesomotives are available as are necessary %o move
e maximm aneumt of Sraffie over the line,
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SUBJICTs Requirements on Repair Capasity of Railread Rewndheuwses
S¢ That wmlimited trained manpewer is availadle,

toss 6. That the loemetive repair fasilitics have the follewing sharestere
stiess

Se The 400=mile sestion has & total of 10¢ lnwn swalls ia
roundhouses and baskshops.

be Suffisient oquipment and spare parte are available, scmsfstent
with the number of lessmetive stalls,

o; Rewndhouses and backsheps perform the follewing:s rwmming repairs)
boller washing and related repairs; and medium, or intermediate, repaire,

do Capital repairs are perfarmed at lesametive fastories and hease
do not tie wp baskshep spece. '

Te Lesunotive beiler water is soft, or 1a preperly treated 4o reduse
hardnees,

Be Prodlems

1. ‘nmtqoormmmh-tm.routmmmnm
would have %0 Gemsist of cash of the major classes of repair (rwmaing repeir,
boiler and mediwm repairs, bwt exeludiag sapitel repairs whieh will be
performed o )o %o keep the leosmetives operating offieiens)y?

8. utumxmwtmmxmumnm-tm
mior elasses of repair (rmming repair, beiler wash, mediwm reyairs), oensistent
vith beepliag the leemetives operating offieiently?

L 19 ummxulmsnmuurmumm
She peresntage distridutien given ia Bol adove, what is the maximmm nweber of
xammmaomummwwmxuamhm-mnw
oo years e lenger? dive Wis figwre fer the fellewings

& Duily average for an eatire year,
b Dally sverage in swmer,
¢ Dally average ia winter,
¢¢ TWat perecutage of the lesametives am this ¢00-mile sestiem of
1120 would be fowmd in the 104 losemetive stalls &t any ome Sime, em Yhe
sverage? To ealeulate this pereentage, it should bo asswmed that all lesemotives

are oither in for repairs o operatings ne aseeumt sheuld bo talm of reserve
leommetives,
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SUBJECTs Requirements om Repair Capacity eof Railroad Reundhewses

6o Assuming that loesmotives are performing as slose te their eapeci
as possible, and that the water is either seft or has been preperly trutoz.“ v

how frequeatly would doiler washing de required? IV is requested that sowree
§ive an assumed average daily loeometive run umder the aspwmption that maximum
losemetive performsnce is being asked for, scuaisbemt with eeping the leee-
motives im goed operatinmg eomdition,

25X1A0a
| 3
s

Qo '
qr ot

Approved For Release 2000/08/17 : CIA-RDP61S00527A000100020181-5



